BANCO AVVOLGITORE PER TRAFILA Art.50-016-24
WINDING BENCH FOR DRAWING Art.50-016-24

Potente banco avvolgibobina con spartifilo per avvolgere in bobina filo trafilato da 1 a 3 mm. di diametro. La macchina ¢ provvista di
regolazioni di velocita e di tiro del motore principale e di un dispositivo in grado di mantenere costante il tiro applicato al filo durante
il riempimento della bobina. Inoltre ¢ dotato di un contagiri a preselezione per la fermata della trafila e dell' avvolgitore su
impostazione dell'operatore. La macchina € anche provvista di arresto in caso di rottura o fine del filo avvolto. In questo caso un
dispositivo pneumatico blocca il filo prima che possa svolgersi dalla bobina ed il controllo elettronico arresta la bobina in pochi
decimi di secondo. La velocita dello spartifilo viene impostata dal potenziometro posto sul quadro di comando e poi corretta
automaticamente in base alla velocita di rotazione della bobina stessa. Il particolare motore elettronico impiegato ¢ in grado di
sviluppare la massima coppia da 0 a 400 R.P.M. La macchina ¢ dotata di protezione di sicurezza a normativa. Le guide di
scorrimento del filo sono in acciaio temprato che ruotano su cuscinetti.

Powerful reel winding bench with wire separator for winding 1 to 3 mm. diameter drawn wire on to reel. The machine has
adjustments for speed and pull of the main motor and a device that keeps the pull on the wire constant during reel filling. It also has a
rev counter with preselection for stopping of drawing and the winder according to the operator's setting.

The machine also has a stop in case of breakage or end of wound wire. In this case a pneumatic device stops the wire before it can be
wound on the reel and the electronic control stops the reel in a few tenths of a second. The speed of the wire separator is set by the
potentiometer located on the control panel and is then automatically corrected according to the reel rotation speed.

The particular electric motor used can develop maximum torque from 0 to 400 R.P.M. The machine is provided with safety
protection according to regulations. The wire sliding guides are in hardened steel and turn on bearings.

Dati tecnici: Tecnical Data :

Tensione : 400 V trifase Voltage : 400 V three-phase

Potenza : 1,5 Kw Power : 1,5 Kw

Velocita max : 400Rpm Max Speed : 400Rpm

Peso : 120 Kg. Weight : 120 Kg.

Dimensione : 800x600x1250h mm Dimensions : 800x600x1250h mm

Aria : 6 Bar min Air : 6 Bar min

< Bobina : & int.20 mm / & est 250 mm O Reel : @ int. 20 mm / D ext 250 mm
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